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§21.620 Changes in quality system.

After the issuance of a TSO author-
ization—

(a) Each change to the quality sys-
tem is subject to review by the FAA;
and

(b) The holder of the T'SO authoriza-
tion must immediately notify the FAA,
in writing, of any change that may af-
fect the inspection, conformity, or air-
worthiness of its article.

§21.621 Issuance of letters of TSO de-
sign approval: import articles.

(a) The FAA may issue a letter of
TSO design approval for an article—

(1) Designed and manufactured in a
foreign country or jurisdiction subject
to the export provisions of an agree-
ment with the United States for the ac-
ceptance of these articles for import;
and

(2) For import into the United States
if—

(i) The State of Design certifies that
the article has been examined, tested,
and found to meet the applicable TSO
or the applicable performance stand-
ards of the State of Design and any
other performance standards the FAA
may prescribe to provide a level of
safety equivalent to that provided by
the TSO; and

(ii) The manufacturer has provided to
the FAA one copy of the technical data
required in the applicable performance
standard through its State of Design.

(b) The FAA issues the letter of TSO
design approval that lists any devi-
ation granted under §21.618.
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23.1 Applicability.

23.2 Special retroactive requirements.
23.3 Airplane categories.
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23.23 Load distribution limits.

23.26 Weight limits.

23.29 Empty weight and corresponding cen-
ter of gravity.

23.31 Removable ballast.

23.33 Propeller speed and pitch limits.

PERFORMANCE

23.45 General.

23.49 Stalling period.

23.61 Takeoff speeds.

23.63 Takeoff performance.

23.65 Accelerate-stop distance.

23.57 Takeoff path.

23.59 Takeoff distance and takeoff run.
23.61 Takeoff flight path.

23.63 Climb: General.

23.65 Climb: All engines operating.
23.66 Takeoff climb: One-engine inoperative.
23.67 Climb: One engine inoperative.
23.69 Enroute climb/descent.

23.71 Glide: Single-engine airplanes.
23.73 Reference landing approach speed.
23.75 Landing distance.

23.77 Balked landing.

FLIGHT CHARACTERISTICS
23.141 General.

CONTROLLABILITY AND MANEUVERABILITY

23.143 General.

23.145 Longitudinal control.

23.147 Directional and lateral control.
23.149 Minimum control speed.

23.151 Acrobatic maneuvers.

23.153 Control during landings.

23.155 Elevator control force in maneuvers.
23.157 Rate of roll.

TRIM
23.161 Trim.

STABILITY

23.171 General.

23.173 Static longitudinal stability.

23.175 Demonstration of static longitudinal
stability.

23.177 Static directional and lateral sta-
bility.

23.181 Dynamic stability.

STALLS

23.201 Wings level stall.

23.203 Turning flight and accelerated turn-
ing stalls.

23.207 Stall warning.

SPINNING
23.221 Spinning.

GROUND AND WATER HANDLING
CHARACTERISTICS

23.231 Longitudinal stability and control.
23.233 Directional stability and control.
23.235 Operation on unpaved surfaces.
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